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A-201A

0.00

ELEV. NUMBER

TRUE NORTH

SHT. NUMBER

SECTION
NUMBER

SHT. NUMBER

SHT. NUMBER
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NUMBER

BUILDING ELEVATION
INDICATOR
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INDICATOR

NORTH INDICATOR

DETAIL INDICATORS

DOOR OPENING INDICATOR

VERTICAL DIMENSION POINT

+78.00

GRID LINE

DATUM POINT

SIGNAGE INDICATOR

101A

A

N

SYMBOL LEGEND

GLENN COUNTY GENERAL SERVICES DEPARTMENT
SITE WORK

Child Support Services ADA Upgrade 2019
120 SOUTH MARSHALL AVENUE

WILOWS, CA  95988

ClENT
COUNTY OF GLENN - GENERAL SERVICES DEPARTMENT
CONTACT: DI AULABAUGH, GENERAL SERVICES DIRECTOR.
525 W. SYCAMORE STREET, STE. B1
WILLOWS, CA 95988
EMAIL: daulabaugh@countyofglenn.net

ARCHITECT
INDIGO | HAMMOND + PLAYLE
ARCHITECTS, LLP
JON HAMMOND, ARCHITECT OF RECORD
909 FIFTH STREET
DAVIS, CA 95616
PH: 530-750-0756
EMAIL: jhammond@indigoarch.com

ENGINEERING
ROLLS ANDERSON & ROLLS CIVIL ENGINEERINGS
KEITH DOGLIO
115 YELLOWSTONE DRIVE
CHICO, CA 95973
PH: 530-895-1422
EMAIL: kdoglio@rarcivil.com

PROJECT DIRECTORY

 SHEET INDEXAPPLICABLE CODES

CONSTRUCTION WILL COMPLY WITH THE FOLLOWING CODES AND ORDINANCES
AS AMENDED BY THE STATE OF CALIFORNIA AND LOCAL JURISDICTION.

2016 CALIFORNIA BUILDING CODE (CBC)
2016 CALIFORNIA PLUMING CODE (CPC)
2016 CALIFORNIA ELECTRICAL CODE, CALIFORNIA CODE, CALIFORNIA CODE OF
REGULATIONS TITLE 24, PART 3
2016 CALIFORNIA FIRE CODE
CITY OF WILLOWS'S MUNICIPAL CODE
ENERGY CODE(CEC)
GREEN BUILDING STANDARDS CODE (CALGREEN)

GENERAL NOTES

1) THESE DRAWINGS REPRESENT THE GENERAL DESIGN INTENT TO BE IMPLEMENTED ON
THE SITE. CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE ENGINEER
FOR ANY ADDITIONAL CLARIFICATION OR DETAIL NECESSARY TO ACCOMODATE SITE
CONDITIONS OR DETAIL.

2) CONTRACTOR SHALL COORDINATE AND OTHEWISE INTEGRATE THEIR WORK WITH
THAT OF OTHERS IN AN EFFICIENT, CRAFTSMAN-LIKE AND TIMELY MANNER SO AS TO
PROVIDE THE OWNER WITH A WELL-CONSTRUCTED, EASILY MAINTAINABLE PROJECT.

3) AT ALL TIMES, CONTRACTOR SHALL BE SOLELY AND COMPLETELY RESPONSIBLE FOR
SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT,
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.

4) THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE UTILITY COMPANIES
INVOLVED.

LOCATION MAP
AFF ABOVE FINISH

FLOOR
ACC ACCESSIBLE
ADJ ADJACENT OR

ADJUSTABLE
ADMIN ADMINISTRATION
AGGR AGGREGATE
ADA AMERICANS WITH

DISABLITIES ACT
ALUM ALUMINUM
APPROX APPROXIMATE
ARCH ARCHITECTURAL
AD AREA DRAIN
AB ASPHALT BASE
ASPH ASPHALT
AV AUDIO/VISUAL

BD BOARD
BLKG BLOCKING
BOT BOTTOM

CA CALIFORNIA
CBC CA BUILDING CODE
CCR CA CODE OF

REGULATION'S
CTR CENTER
CL CENTER LINE
CLR CLEAR
COL COLUMN
CONC CONCRETE
CMU CONCRETE

MASONRY UNIT
CONT CONTINUOUS
CJ CONTROL JOINT
CORR CORRIDOR

DG DECOMPOSED
GRANITE

DEG DEGREES
DEMO DEMOLITION
DTL DETAIL
DIA DIAMETER
DIV DIVISION
DR DOOR
DBL DOUBLE
DS DOWNSPOUT

EA EACH
E EAST
ELEC ELECTRICAL
EQ EQUAL
EQUIP EQUIPMENT
EXIST OR (E) EXISTING
EXT EXTERIOR

FF FINISH FLOOR
FE FIRE

EXTINGUISHER
FEC FIRE

EXTINGUISHER
CABINET

FSR FIRE SPRINKLER
RISER

FD FLOOR DRAIN

GA GAGE OR GAUGE
GAL GALLON
GALV HOT DIPPED

GALVINIZED
GI GALVANIZED IRON
GC GENERAL

CONTRACTOR

HT HEIGHT
HCWD HOLLOW CORE

WOOD DOOR
HM HOLLOW METAL
HMD HOLLOW METAL

DOOR
HORIZ HORIZONTAL

HORIZ HORIZONTAL
HB HOSE BIB
HD HOT DIPPED

INC INCLUDING
ID INSIDE DIAMETER
INSUL INSULATION
INT INTERIOR
ISA INTERNATIONAL

SYMBOL OF
ACCESSIBILITY

JAN JANITOR

MFR MANUFACTURER
MAX MAXIMUM
MECH MECHANICAL
MTL METAL
MIN MINIMUM
MISC MISCELLANEOUS

(N) NEW
NOM NOMINAL
N NORTH
NIC NOT IN CONTRACT
NTS NOT TO SCALE

O/ OVER
OFF OFFICE
OC ON CENTER
OH OPPOSITE HAND
OD OUTSIDE DIAMETER

PR PAIR
PT PAINT OR POINT
PL PROPERTY LINE
PREFIN PREFINISHED
PROP PROPERTY

RWL RAIN WATER
LEADER

RWD REDWOOD
REINF REINFORCED
R RADIUS
RD ROOF DRAIN
RO ROUGH OPENING
RM ROOM

SG SAFETY GLASS
SCHED SCHEDULE
SDST SELF DRILLING

SELF TAPPING
SHTG SHEATHING
SHT SHEET
SMF SHEET METAL

FASTENER
SMS SHEET METAL

SCREW
SIM SIMILAR
STC SOUND

TRANSMISSION
CLASS

S SOUTH
SPEC SPECIFICATION
SQ SQUARE
SF SQUARE FEET
SST STAINLESS STEEL
STD STANDARD
SFM STATE FIRE

MARSHAL
STL STEEL
STOR STORAGE
STRUCT STRUCTURAL
SUSP SUSPENDED
SYS SYSTEM

TB TUBE
T&B TOP AND BOTTOM
TBR TO BE REMOVED
THK THICKNESS
THRES THRESHOLD
THRU THROUGH
TO TOP OF____
TOB TOP OF BEAM
TOC TOP OF CONCRETE
TOS TOP OF SLAB
TPO THERMOPLASTIC

POLYOLEFIN
TRTD TREATED
TS TOP OF SLAB OR

TUBE STEEL
TYP TYPICAL

UBC UNIFORM BUILDING
CODE

UON UNLESS
OTHERWISE
NOTED

VTR VENT THROUGH
ROOF

VIF VERIFY IN FEILD
VERT VERTICAL
VWF VINYL WALL FABRIC

WT WEIGHT
W WEST
W/ WITH
W/O WITHOUT
WI WOOD INSTITUTE

G001 COVER SHEET
AD101 DEMOLITION FLOOR PLAN
A101 FOOR PLAN   
A501 DETAILS
C1 GRADING PLAN
C2 SITE PLAN
C3 DETAILS

ABBREVIATIONS



N

Architect

Issue:

DateNo. Description

Project

File Date

Architect of Record

Sheet Title

Sheet Number

Sheet ScaleReference
North

Project Number

AD101

DEMOLITION
FLOOR PLAN

Project No.

Agency Approvals

Architect

JH

5/3/2019

CHILD SUPPORT
SERVICES ADA
UPGRADE 2019

Site Work

120 South Marshall Avenue
Willows CA

Consultant

Project Architect JH
Drafted By VPH
Checked By JH

30% CONSTRUCTION DRAWINGS

9

10

11

12

5

6

7

8

PQR MNO JKL GHI DEF A

1

2

3

4

BC

24
 X

 3
6

C
AD

 F
IL

E:
  \

\IN
D

IG
O

-S
ER

VE
R

\P
ro

je
ct

s\
Ac

tiv
e 

Jo
bs

\G
le

nn
 C

ou
nt

y\
In

di
go

\B
IM

\G
le

nn
 c

ou
nt

y-
SI

TE
 W

O
R

K.
pl

n,
 5

/2
/2

01
9,

 1
0:

29
 A

M

R Q P O N M L K J I H G F E D C B A

11

10

9

8

7

6

5

4

3

2

1

12

F

REMOVE (E)  HANDRAILS, TYP

REMOVE (E)
HANDRAILS, TYP.

SEE CIVIL PLANS FOR
ADD'L SITE WORK

EXISTING BUILDING N.I.C

EXISTING RAMP

EXISTING
STAIRS

1. SEE ALSO SHEETS C1, C2 & C3.

2.   CONTRACTOR SHALL MAINTAIN AN ACCESSIBLE PATH OF
TRAVEL AT ALL TIMES DURING THE HOURS OF OPERATION OF
THE CHILD SUPPORT SEVICES BUILDING.

3. ALL MATERIAL AND EQUIPMENT TO BE REMOVED SHALL BE
DISPOSED OF IN A LEGAL MANNER

4. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS
PRIOR TO BEGINNING WORK. THE CONTRACTOR SHALL NOTIFY
THE ARCHITECT OF ANY DISCREPANCIES BETWEEN THE
DOCUMENTS AND FIELD CONDITIONS PRIOR TO PROCEEDING
WITH THE WORK. IF ANY QUESTIONS ARISE AS TO THE
REMOVAL OF ANY MATERIAL, CLARIFY THE POINT IN QUESTION
WITH THE ARCHITECT BEFORE PROCEEDING.

5. CONTRACTOR SHALL PROTECT ALL EXISTING ITEMS THAT ARE
NOT SCHEDULED FOR REMOVAL FROM DAMAGE. CONTRACTOR
SHALL BE RESPONSIBLE FOR PATCHING AND/OR REPAIRING
ANY DAMAGE CAUSED TO ITEMS TO REMAIN.

6. CONTRACTOR SHALL FURNISH ALL LABOR AND
MATERIALS/EQUIPMENT AS REQUIRED TO COMPLETE
DEMOLITION AND REMOVAL OF ALL ITEMS AS INDICATED.

7. CONTRACTOR SHALL IMPLEMENT CONSTRUCTION DUST /
DEBRIS CONTROL MEASURES THROUGHOUT THE DURATION
OF CONSTRUCTION.

8. AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION
AREA(S) SHALL BE LEFT IN "BROOM CLEAN" CONDITION. ALL
DEBRIS AND MISCELLANEOUS MATERIAL SHALL BE REMOVED.

9. DEMOLITION IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN
ON DRAWINGS. THE INTENT IS TO INDICATE THE GENERAL
SCOPE OF DEMOLITION REQUIRED TO COMPLETE THE WORK
IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

10. SEE PROJECT MANUAL FOR ADDITIONAL REQUIREMENTS FOR
DEMOLITION. CUTTING, & SUPPORTING FROM EXISTING
STRUCTURE.

(E) RAILING TO BE REMOVED

0 2' 4' 8'SCALE: 1/4"   =    1'-0"2 DEMOLITION FLOOR PLAN

 LEGEND  NOTES
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C3
A501

A1
A501

A3
A501

37'-2"

12
'-3

" +
/- 

VI
F

11
'-0

" +
/- 

VI
F

12
'-3

" +
/- 

VI
F

35
'-6

" +
/- 

VI
F

1'-0"

1'
-8

"

6'
-0

"

7'-11 1/4" 28'-3"

4'
-3

 1
/2

"

7'-0"

10
'-0

"
1'

-3
"

7'-1 3/4"

(N) ADA COMPLIANT
HANDRAILS  BOTH
SIDES, TYP.

PROVIDE CONTRASTING
DETECTABLE STRIPING ON
STAIRWAY STEPS PER CBC
1133B.4.4

(N) ADA COMPLIANT
HANDRAILS  BOTH
SIDES, TYP.

(N) DOOR ACTUATOR
ON BOLLARD, BY
OTHERS.

SEE CIVIL PLANS FOR
ADD'L SITE WORK

5'x5' CLR.
SPACE

EXISTING BUILDING N.I.C

EXISTING RAMP

EXISTING
STAIRS

0 2' 4' 8'SCALE: 1/4"   =    1'-0"1 FLOOR PLAN
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A4
A501 3'

-0
"

3'
-0

"

1 1/2" O.D GALVANIZED
STEEL SCH. 80 PIPE
RAILING, TYP.

CONTRASTING
DETECTABLE

STRIPINGS AT
EDGE OF

STAIR,PER CBS
1133B.4.4, TYP.

TYP.

D3
A501

4'-1 1/2"

1 
1/

2"

8"

1'
-4

"

EXISTING RAMP, VIF.

1 1/2" O.D.
GALVANIZED STEEL
SCH. 80 PIPE RAILING,
TYP.

8"x8"x16" MIN. 3,000
PSI CONCRETE

POST FOOTING,
TYP. ;EXCAVATE
UNDER GRADE.

1"x4" GALVANIZED SQUARE
STEEL TUBE 3/16" WALL
THICKNESS, TYP.

#4 REBAR HOOK
EPOXY SET W/

SIMPSON SET XP
22-N OR EQUAL,

WHERE ATTACHED
IS BELOW GRADE

 #4 VERTICAL
DOWEL BAR, TYP.

OF 2

3'
-0

"

3'
-0

"

1'-0"

1/4"x4 1/4" STL. PLATE @
WALL (BEYOND), TYP.

1 1/2" O.D GALVANIZED
STEELSCH. 80 PIPE
RAILING, TYP.

CONT. 1/4"x4 1/4" STL.
PLATE, TYP.

(E) STAIRS, VIF.(E) STAIRS, VIF.

(E) GRADE, VIF

GENERAL NOTE FOR RAMP AND STAIR DETAIL:

1) ALL NEW PIPE RAILING COMPONENTS TO BE
HOT DIPPED GALVANIZED AND PAINTED. ALL
RAILING TUBING SHALL HAVE MIN.0.19" WALL
THICKNESS.
2) WELD STEEL PLATE CAPS ON TO ALL EXPOSED
RAILINGS PIPE ENDS.

B4
A501

3'
-0

"

EXISTING RAMP
TYP.

1 1/2" O.D.
GALVANIZED STEEL
SCH. 80 PIPE RAILING,
TYP.

1"x4" GALVANIZED SQUARE
STEEL TUBE 3/16" WALL
THICKNESS, TYP.

D4
A501

C4
A501

B4
A501 D4

A501

3'-5 1/2" 3'-5 1/2" 3'-5 1/2" 3'-5 1/2" 3'-5 1/2" 3'-5 1/2"

4'
-0

 1
/2

"

3'
-0

"
2'

-0
"

1'
1/

2"

1'
-1

/2
"

12"

3'-5 1/2"3'-8 1/2"

1'-0"

3'-10 1/4" 3'-10 1/4"

10"

1 1/2" O.D. GALVANIZED STEEL
SCH. 80 PIPE POST, TYP.

12" EXTENSIONS
BEYOND END OF
RAMP PARALLEL
TO THE LANDING

1 1/2" O.D. GALVANIZED
STEEL SCH. 80 PIPE
RAILING, TYP.

EXISTING RAMP (N) 1 1/2" O.D. GALVANIZED STEEL SCH. 80 PIPE RAILING, TYP.

1"x4"
GALVANIZED

SQUARE STEEL
TUBE

(N) 1"x4'" GALVANIZED STEEL SQUARE TUBE

(N) 8"x8"x16"
MIN. CONCRETE
FOOTING AT
RAILING POSTS.

(N) DOOR ACTUATOR ON BOLLARD, BY OTHERS.

(E) CONCRETE RAMP, VIF

ASSUMED LINE OF (E)
RAMP FOOTING (VIF)

NOTE:
1) FIELD VERIFY ALL DIMENSIONS.
2) NOTIFY ARCHITECT IF
CONDITIONS ENCOUNTERED ON
SITE ARE DIFFERENT THAN THOSE
SHOWN IN THESE PLANS.
3) PROVIDE COMPLETE SHOP
DRAWINGS OF RAILING SYSTEMS.
4) PAINT ALL GALVANIZED STEEL
HANDRAILS COMPONENTS,
COLOR SELECTED BY OWNER.
SEE SPEC SECTION 09 91 13

TYP.

T.O. (E)
PAVING, VIF

3"
3"

1.5"O.D  GALVANIZED
STEEL SCH. 80 PIPE

RAILING, TYP.
EXISTING RAMP, VIF.

1/2"x4" SIMPSON
TITEN H.D SCREW

ANCHOR OR
EQUAL, TYP.

4 1/4"

4 
1/

4"

3"

3"

3"

1 1/2" O.D.
GALVANIZED STEEL

SCH. 80 PIPE RAILING,
TYP.

1/4"x4 1/4" GALVANIZED
PLATE WITH 4, 3/8"x4"
SIMPSON TITEN HD SCREW
ANCHOR OR EQUAL, TYP.

(E) CONCRETE STAIR
TREAD, VIF.

ANCHOR LAYOUT

6"4"

4"

8"x8"x12" MIN. 3,000 PSI
CONCRETE POST FOOTING,

TYP.

# 4 REBAR HOOK EPOXY
SET W/ SIMPSON SET XP

22-N, TYP. OF 3.

1 1/2" O.D.
GALVANIZED STEEL

SCH. 80 PIPE RAILING,
TYP. W/ ANCHOR.

VERTICAL # 4
DOWEL BAR TYP.

OF 2.

0 1' 2' 3'SCALE: 3/4"   =    1'-0"A1 STAIR HANDRAIL SECTION

0 1' 2' 3'SCALE: 3/4"   =    1'-0"D4 HANDRAIL RAMP SECTION

0 1' 2' 3'SCALE: 3/4"   =    1'-0"A3 STAIR ELEVATION

0 1' 2' 3'SCALE: 3/4"   =    1'-0"C4 HANDRAIL RAMP SECTION
0 2' 4' 6'SCALE: 3/8"   =    1'-0"C3 HANDRAIL @ RAMP

0 6'' 12'' 18''SCALE: 1 1/2"=    1'-0"B4 HANDRAIL @ RAMP ATTACHMENT DETAIL

0 3'' 6'' 9''SCALE: 3"       =    1'-0"A4 STAIR POST ATTACHMENT

0 6'' 12'' 18''SCALE: 1 1/2"=    1'-0"D3 RAMP POST FOOTING
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